
The Interview PRO is a broadcast-quality wireless handheld microphone

that’s ideal for capturing professional audio in a wide range of broadcast

and content creation applications. It pairs seamlessly with all RØDE Series

IV wireless receivers*, utilising state-of-the-art 2.4GHz digital transmission to

deliver incredibly stable audio with best-in-class range. Featuring a high-

quality omnidirectional condenser capsule, 32-bit float on-board recording,

and intelligent GainAssist technology, it delivers professional results in any

recording scenario. 

* Receiver not included

Capsule: Electret Condenser

Acoustic Principle: Pre-polarised pressure transducer

Polar Pattern: Omnidirectional

Frequency Range: 20Hz – 20kHz

Signal-to-Noise Ratio: 74dB

Dynamic Range: 102dB (as per IEC651) 

Maximum SPL: 122dB SPL

Wireless Connectivity: RØDE Series IV Wireless 2.4GHz

Transmission Range: Up to 200m (line of sight)

Computer Connectivity: USB-C (USB SuperSpeed 5Gbps)

Power Requirements:
In-built lithium-ion rechargable 
(charged via USB)

Recording Capacity: 32GB (over 40 hours of recording)

Operating Time: Up to 25 hours

Bit Depth: 32-bit

Sample Rate: 48 kHz

ACOUSTIC AND ELECTRICAL SPECIFICATIONS:

INTERVIEW

• Wireless handheld condenser

microphone 

• Omnidirectional polar pattern 

• State-of-the-art 2.4GHz digital

transmission with up to 200m range

(line of sight) 

• Compatible with all RØDE Series

IV wireless receivers, including 

the Wireless ME, Wireless GO II,

Wireless PRO, RØDECaster Pro II,

RØDECaster Duo and more 

• 32-bit float on-board recording with

over 40 hours of internal memory 

• Intelligent GainAssist technology 

• Low handling noise 

• Timecode capability (with

compatible receiver)

• Powered by rechargeable internal

battery with up to 30 hours

operating time 

• High-quality pop filter included



47mm

POLAR PATTERN FREQUENCY RESPONSE

258mm

DIMENSIONS

Minimum OS Requirements:

macOS 11
Windows 10
iOS 14
Android 11

Compatible RØDE Software: 

RØDE Central
RØDE Connect
UNIFY
RØDE Reporter
RØDE Capture
RØDE Central Mobile

MECHANICAL SPECIFICATIONS

WHATS IN THE BOX

Colour: Black

Weight (grams): 250

Dimensions (millimetres): 
Length: 258
Width: 47
Height: 47

SuperSpeed USB-C to USB-C cablePop Filter

ZP2 Zip Pouch
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